TRUST HUIFENG

Trust the gauge experts

ABOUT US

Yangzhou Huifeng Meter Co., Ltd. is a company specializing in the
production of various pressure gauges and thermometers. It is Founded in
1996, it is located in Jiangdu High tech Development Zone, the eastern
suburb of Yangzhou, Jiangsu Province. It occupies more than 8000 square
meters and has more than 200 employees. Our company's products include
general pressure gauge, oil filled pressure gauge, all steel pressure gauge
(for petrochemical industry), refrigerant pressure gauge, gas pressure gauge,
UHP gas pressure gauge, electric contact pressure gauge, medical gauge,
digital gauge, temperature and pressure gauge, bi-metal thermometer, SFq

density relays, manifolds, etc. Meanwhile, our company has a complete
machining and stamping production line, with more than one hundred unit of
equipment including precise CNC machines, machine centers, turning and
milling composite, fully automatic stamping production lines, etc. We
undertake machining and stamping services.

Our company has built several semi-automatic production lines and its actual
production capacity is 5 million pieces pressure gauges annually. We have

advanced process equipment and testing equipment, has built a measuring
room, a product function test laboratory, and has a complete quality control
system. We have passed the 1SO9001: 2015 quality management system
certification, 1SO14001: 2015 environmental management system
certification, 1ISO45001: 2018 occupational health and safety management
system certification. Our products have acquired CE certification, KS
certification, and UL certification, And won the title of "Famous Brand Product
in Jiangsu Province".

65% of our products are exported to North America, Europe and other
countries all the year round. "Product oriented and quality is the priority". The
people of “Huifeng Meter” are down-to-earth and sincerely create "Made in
China".
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UTILITY PRESSURE GAUGE

PCM Series

PCM series

Plastic case, acrylic or PC lens, brass internal and conection, dry

Logo: HUIFENG or custom Logo

Dial: 1", 1.5", 2", 2.5"; plastic, aluminum

Case type: plastic, ABS; black, white

Lens: PC, acrylic, glass; snap-in, twist-on, twist-lock

Pointer: plastic, aluminum

Movement: brass

Bourdon tube: brass or phosphor bronze

Conection: brass or plated alloy; tube stub connection, bottom
connection, center back connection, center back connection with U-
clamp

Thread: 1/8", 1/4"; BSP, BSPT, NPT, PT, G

Accuracy: 1.6%...4% of FSV

Pressure range: -1 bar to 50 bar; MPa, KPa, psi

Working pressure: max 75% of FSV

Process temperature: 130°C

39.7

247

Ambient temperature: -40°C to 65°C
Ranges in bar/psi
3 B 0..1,1.6,2,25,4,6, 10, 30, 50
= e — -1(-76 cmHg)/0, -1(-76 cmHQg)/0.6, -1(-76 cmHg)/1.5, -1(-76 cmHg)/
= L 3, -1(-76 cmHg)/5, -1(-76 cmHg)/9, -1(-76 cmHg)/15
—
Size(mm) Mount Type Accuracy Connection
Tube stub
25 ’ I- 12.5%...24%  BSPT, NPT, PT
1/8"
Tube stub
40 ’ I- ﬂ- 12.5%...24%  BSPT, NPT, PT
Ny 1/8"
Tube stub
, 50 ’ I- ﬂ- +1.6%...24%  BSPT, NPT, PT
1/4"
11.2 BSPT, NPT, PT
63 OFF :ovx Ay
ﬁ: |
\ Bottom  Center Back Q%rltecrlaBrggk
——
T
7.2
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UTILITY PRESSURE GAUGE

PCM-B Series

PCM-B series

Black painted steel case/bezel, glass lens, brass internal and
conection, dry

Logo: HUIFENG or custom Logo

Dial: 1.5", 2", 2.5", 3", 3.5", 4", 4.5", 6"; aluminum, plastic
Case type: black painted steel case

Lens: glass, acrylic, PC; snap-in, twist-on, twist-lock
Pointer: aluminum; anodized black pointer

Movement: brass

Bourdon tube: brass or phosphor bronze

Conection: brass or plated alloy; bottom connection, bottom
connection with flange, center back connection, center back
connection with flange, center back connection with U-clamp
Thread: 1/8", 1/4", 3/8", 1/2"; BSP, BSPT, NPT, PT, G
Accuracy: 1%...4% of FSV

Pressure range: -1 bar to 600 bar; MPa, KPa, psi

AMLFURERAF
—alS e dg _

1.460"
™ 374mm [ Working pressure: 75% of FSV
0540 | | Process temperature: max 130°C
13.7mm Ambient temperature: -40°C to 65°C
Ranges in bar/psi
o E 0..1,1.6,2, 2.5, 4, 6, 10, 25, 40, 60, 100, 160, 250, 400, 600
a2 -1(-76 cmHg)/0, -1(-76 cmHQg)/0.6, -1(-76 cmHg)/1.5, -1(-76 cmHg)/
So 3, -1(-76 cmHg)/5, -1(-76 cmHg)/9, -1(-76 cmHg)/15
== : Mount .
== Size(mm) Tvpe Accuracy Connection
N .
RPN BSPT, NPT, PT
mm 40 ' l E 1-6%...4% 1/8"
BSPT, NPT, PT
50 ’ I' ﬂ' 1.6%...4% 1/4"
BSPT, NPT, PT
RN
v 80 £1%..24%  BSPT NPT PT

1/4", 3/8"

BSPT, NPT, PT
90 £1%...#4% 1/4" 3/8"

ok
ok
100 QK £1%..44%  Oof LNELPT
LA
LA
i

. E
s E BSPT, NPT, PT
%: ﬁﬂ 115 i1%...i4% 1/4"7 3/8"
N
= BSPT, NPT, PT
@ 150 i1%...i4% 3/8"’ 1/2"

My |

J

FLAT
1/4" NPT '
Center Back

Bottom  Center Back “U” Clamp
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QUALITY INDUSTRIAL PRESSURE GAUGE

PHF, PHF-S Series

PHF series

304 Stainless steel case/bezel, PC lens,brass internal and conection, liquid
fillable

PHF-S series

Safety design quality industrial pressure gauge, 304 Stainless steel
case/bezel, blow-out plug, safety glass lens, brass internal and conection,
liquid fillable

Logo: HUIFENG or custom Logo
Dial: 1.5", 2", 2.5", 3", 3.5", 4", 4.5", 6"; aluminum
Case type: electroplated, polished stainless steel; friction, bayonet, crimped

bezel

Gasket: Buna-N,epdm, silicone rubber

Fill liquid: dry, glycerin, silicone oil

Fill plug: Buna-N,epdm, silicone rubber; flat or clip type

Lens: PC, safety glass

<
T Pointer: aluminum; anodized black pointer

Movement: brass

Bourdon tube: brass or phosphor bronze; C-type, helical-type

-— - X Conection: brass or plated alloy; tube stub connection, bottom connection,

O
$7.3
810

930

054.5

bottom connection with flange, center back connection, center back

connection with flange, lower back front flange
Thread: 1/8", 1/4", 3/8", 1/2"; BSP, BSPT, NPT, PT, G...
Accuracy: 1%...4% of FSV

Pressure range: -1 bar to 1000 bar; MPa, KPa, psi...

28.6
29.1

Working pressure: 75% of FSV
Process temperature: Max 130°C(dry)
Ambient temperature: -40°C to 65°C(dry), 20°C to 65°C(glycerin)

Ranges in bar/psi

0..1,16,2,2.5,4,6, 10, 25, 40, 60, 100, 160, 250, 400, 600, 1000

-1(-76 cmHg)/0, -1(-76 cmHg)/0.6, -1(-76 cmHg)/1.5, -1(-76 cmHg)/3, -1(-76 c
mHg)/5, -1(-76 cmHQg)/7, -1(-76 cmHg)/9, -1(-76 cmHg)/15

Size(mm) Mount Type Accuracy Connection

40 oLk +1.6%...+4% BSPT‘1I/\18F:T, PT
%0 oLk +1.6%...24% BSPT,1I/\I4IjT, PT
63 . k E L +1%...+4% BSPT,1 /l\il"—l’T, PT
80 Ok £1%..44%  BSPTNPTPT
2 ® ' ! +1%...£4% Bsﬁ/TZ,'!\l3|:/’;,'PT |
s Q@I EL %% BSPT, NPT, PT
s . I ﬂ' L +1%...+4% BSPT%ET, PT
Bottom Bolt:tgr;‘ﬂgvgith Corter Back C‘%r)‘t%rlfrﬁgk \%v?tvr\:anE:glé
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HEAVY DUTY INDUSTRIAL PRESSURE GAUGE

PSF,PSC,PAM Series

PSF series

Stainless steel case/bezel, PC lens, stainless steel internal and conection,
liquid fillable

PSC series

Safety design heavy duty industrial pressure gauge, stainless steel
case/bezel, blow-out plug, safety glass lens, stainless steel internal and
conection, liquid fillable

PAM series

Ammonia pressure gauge, PC or safety glass lens, stainless steel internal
and conection, copper free, liquid fillable

Logo: HUIFENG or custom Logo
Dial: 1.5", 2", 2.5", 3", 3.5", 4", 4.5", 6"; aluminum
Case type: electroplated, polished stainless steel ; bayonet, crimped bezel;

TIG or laser welded socket to case

Gasket: Buna-N, EPDM, silicone rubber

Fill liquid: dry, glycerin, silicone oil

Fill plug: Buna-N, EPDM, silicone rubber; flat or clip type

g:’(‘f(’g::}u Lens: PC, safety glass
Pointer: aluminum; anodized black; adjustable pointer;
] Movement: stainless steel
o E Bourdon tube: stainless steel; C-type, helical-type
§ z Conection: stainless steel; tube stub connection, bottom or back connection,
©

reinforced with flange or U-clamp

AL

==t

22.04mm = j Thread: 1/8", 1/4", 3/8", 1/2"; BSP, BSPT, NPT, PT, G...
1/12/4N5;1?'J’\§ Accuracy: 1%...4% of FSV
Pressure range: -1 bar to 1000 bar; MPa, KPa, psi...
Working pressure: 75% of FSV
o 195" | Process temperature: max 130°C(dry)
49.53mm Ambient temperature: -40°C to 65°C(dry), 20°C to 65°C(glycerin), -40°C to
" 65°C(silicone
0.699" __1 1 FILL PLUG (sticone)
17.76mm / Protection: IP 65
X
Size(mm) Mount Type Accuracy Connection
g c 40 [ N +1.6%.. 4% seadlh i)
<E B
© E BSPT, NPT, PT
&3 25 50 [ N £1.6%...+4% s
e - BSPT, NPT, PT
3 63 QOFLL %% Ay
BSPT, NPT, PT
80 [ N | £1%..£4% e
BSPT, NPT, PT
1] 90 ok £1%..+4% il
BSPT, NPT, PT
== 100 QI EL 1% 1% e L
== BSPT, NPT, PT
115 QI EL 1% 1% T
BSPT, NPT, PT
150 QI EL 1% 1% b

Bottom with Center Back Lower Back
Bottom Flange Center Back “0” Clamp Lower Back with Flange
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REFRIGERATION PRESSURE GAUGE

PFG Series

PFG series

Refrigeration gauge set,painted blue/red steel case,pc lens,brass
internal and conection,dry

Logo: HUIFENG or custom Logo

Dial: 1.5", 2", 2.5", 3"; aluminum

Case type: painted steel case, LP blue, HP red
Lens: acrylic, PC; snap-in, twist-on, twist-lock
Pointer: aluminum

Movement: brass, flutterless movement

Bourdon tube: brass or phosphor bronze
Conection: brass or plated alloy; bottom connection
Thread: 1/8", 1/4", 3/8"; BSP, BSPT, NPT, PT, G...
Accuracy: 1%...4% of FSV

Pressure range: -1 bar to 500 psi(LP), 0 to 800 psi(HP); MPa,
KPa, bar

Working pressure: 75% of FSV

Ambient temperature: -40°C to 65°C

Application:
Refrigerant recovery, refrigerant manifold, nitrogen testing
R12, R22, R32, R407C, R134a, R410A, R404A, R422D

Size(mm) Mount Type Accuracy Connection

40 +1.6%...+4% BSPT’1’)‘8'.°.T’ PT
BSPT, NPT, PT

50 +1.6%...+4% 178" 1/4"
BSPT, NPT, PT

63 i1%...i4% 1/8", 1/4“
BSPT, NPT, PT

r s . 80 i1%.i4% 1/ " 3/8"
BSPT, NPT, PT

90 i1%.i4% 1/2" 3/8"

I

¢

Bottom

2.520"
64.008mm

2.100"
53.340mm

|
|

{

426"
10.820mm
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OIL FILLED REFRIGERATION PRESSURE GAUGE

08

(=
|
/16°UNF-20

967.5

1
17
1
!
1
|7

962

31.5

58

PFG-F Series

PFG-F series

Refrigeration pressure gauges are important tools for technicians to
monitor and troubleshoot refrigeration systems. By comparing the
pressure readings to manufacturer specifications or known
pressure-temperature charts, technicians can determine if the
system is operating within the correct range.

Logo: HUIFENG or custom Logo

Dial: 1.5",2",2.5",3"; aluminum

Case type: stainless steel case

Lens: PC

Pointer: aluminum

Movement: brass

Bourdon tube: brass or phosphor bronze

Conection: brass or stainless steel; center back with flange,
bottom, bottom with flange

Thread: 1/8", 1/4", 3/8"; BSP, BSPT, NPT, PT, G...
Accuracy: 1%...4% of FSV

Pressure range: -1 bar to 500 psi(LP), 0 to 800 psi(HP); MPa,
KPa, bar....

Working pressure: 75% of FSV

Ambient temperature: -20°C to 65°C

Application:
Refrigerant Compressor, refrigerant manifold, refrigerant recovery
R12, R22, R32, R407C, R134a, R410A, R404A, R422D, R744

Size(mm) Mount Type Accuracy Connection

40 .- +2.5%..+4% BSPT’1'}'8F.TT’ PT
BSPT, NPT, PT
50 .- ’ +1.6%...+4% D
BSPT, NPT, PT
63 I ’ ' i1%-.-i4% 1/4"
BSPT, NPT, PT
80 ’ l +1%.. +4% s
BSPT, NPT, PT

..

Center back Bottom

flange Bottom flange

allensun@hfmanometer.com
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COMPRESSED GAS PRESSURE GAUGE

PRP Series

PRP series

Painted steel or stainless steel case, acrylic or PC lens, brass
internal and conection, dry, helium leak tested, UL listed

Logo: HUIFENG or custom Logo

Dial: 1.5", 2"; aluminum

Case type: electroplated, painted; blow-out flap

Lens: PC, acrylic; snap-in, twist-on, twist-lock

Pointer: aluminum, anodized black

Movement: brass

Bourdon tube: stainless steel, phosphor bronze; c-type for low
pressure, helical-type for high pressure

Conection: stainless steel, brass; bottom, center back, center back

with U-clamp
1.000" Thread: 1/8", 1/4"; BSP, BSPT, NPT, PT, G
™ 25.4mm | Accuracy: 1.6%...4% of FSV

Pressure range: -1 bar to 400 bar; MPa, kg/cm2, psi
Working pressure: max 75% of FSV

I Process temperature: 130°C
Ambient temperature: -40°C to 65°C
BE ¥ E
©
s 5 g :.:_:- Ranges in bar/psi/MPa...
High pressure: 400 bar
Low pressure: -1(30 in.Hg)/4, 6, 10, 14, 16, 20, 40, 60 bar

i

0.334" Size(mm) Mount Type Accuracy Connection

8.5
mm 40 ’ I' ﬂ' +2.5%...£4% BSPT’1I;18|?T’ PT
50 . I' ﬂ' +1.6%...+4% BSPT’1';IETv PT
Center Back
/f\\ Bottom Center Back ot Bac
= E
8 &
o~ ﬂg’ oo
-
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PNEUMATIC PRESSURE GAUGE

// -
PAP.PAB,PAS Series —

PAP series

Plastic case, glass lens, brass internal and conection, dry

PAB series

Black painted steel case/bezel, glass lens, brass internal and
conection, dry

PAS series

Stainless steel case/bezel, glass lens, brass internal and conection,
dry

Logo: HUIFENG or custom Logo
Dial: 1", 1.5", 2"; aluminum

_ 1.000" __ Case type: plastic or steel case
25.4mm Lens: glass, acrylic, PC; snap-in, twist-on, twist-lock
g_'gg‘?; — r‘ Pointer: aluminum; anodized black pointer
—_— Movement: brass or stainless steel
T | Bourdon tube: phosphor bronze or stainless steel
. . Conection: brass or stainless steel; bottom connection, center
g E g E back connection, center back connection with flange, center back
ay 8% connection with U-clamp
Thread: 1/8", 1/4"; BSP, BSPT, NPT, PT, G
L Accuracy: 1.6%...4% of FSV

Pressure range: 0 to 12 bar; MPa, KPa, psi
—= Working pressure: 75% of FSV
== Process temperature: max 130°C

0.315 Ambient temperature: -40°C to 65°C
8.0mm

Ranges in bar/psi
0..4,6, 10, 12
-1(-76 cmHg)/0

KN Size(mm) Mount Type Accuracy Connection

BSPT, NPT, PT
;5 E 25 [ N +2.5%...£4% e
<t
NS DD 40 OFF :on BSPT NPT
—T 50 OFF :onx SRR

N
~ FLAT

:g\ 1/8" NPT ’ I' E’

Center Back
Bottom  Center Back “U” Clamp
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PSG series

Sanitary gauges are specially designed to meet the demanding
safety requirements of the food, dairy, beverage, pharmaceutical,
and biotech applications

Logo: HUIFENG or custom Logo

Dial: 2", 2.5", 3.5", 4"; aluminum

Case type: stainless steel; bayonet bezel

Lens: PC, safety glass

Pointer: aluminum; anodized black pointer

Fill liquid: food grade glycerin or silicone oil

Wetted materials: 316ss

Conection: bottom connection, lower back connection
Sanitary clamps: 3/4", 1", 1.5", 2"

Accuracy: 1%...4% of FSV

Pressure range: -1 bar to 60 bar; MPa, KPa, psi
Working pressure: 75% of FSV

Process temperature: max 130°C(dry)

Ambient temperature: -40°C to 65°C(dry), -20°C to 65°C(glycerin),
-40°C to 65°C(silicone)

Ranges in bar
0...1t0 0...60
-1..0to -1...60

Size(mm) Mount Type Accuracy Sélnairt:
63 ’ 25%...4%  3/4",1",1.5", 2"
80 ’ I_ +1.6%...+4% 1" 15", 2"
<) . I_ +1.6%...+4% 1.5", 2"
100 ’ I_ +1%...44% 1.5", 2"

® 1

Bottom Lower Back
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